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List of pictograms used for ladder marking:

Warning — risk of falling from the ladder.

@ Read the instruction manual.
i Maximum total load.

ma.x.1 J

ﬂ Maximum number of users.

{

o / J
@ Hold the ladder firmly while ascending and descending. During
work on the ladder, hold a handhold or take additional safety
measures if that is not possible.

e’ B
.. O Ladder for professional use.

Fully open the ladder before use.

max.
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Use the ladder with fully deployed locking devices.

Check the ladder upon delivery. Before each use, inspect for
damage and ensure it is safe to use. Do not use a damaged
(== ladder.

Do not use the ladder on uneven or sloped surfaces.

Do not overreach.

X

Do not set up the ladder on a contaminated surface.

H,0

o

o
7 Do not climb up or down facing away from the lader.

X Avoid tasks that cause lateral loading, such as sideways drilling

® : y
W into hard materials.
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oF/] X

Do not carry heavy or hard-to-handle items while on the ladder.

' . X Do not wear inappropriate footwear while climbing.

/52 Do not use the ladder if physically unfit. Certain health
@ S conditions, medication, alcohol, or drug use may make ladder
use unsafe.

Electrical hazard warning. Identify electrical hazards in the
work area, such as power lines or exposed electrical equipment.

X

Do not use the ladder where there is a risk of electric shock.

® Do not use the ladder as a bridge or platform.

X
X

Do not step from the side of the standing ladder onto another

surface.
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o X Standing ladders must not be used as leaning ladders unless
designed for such use.

Do not stand on the top two steps of a standing ladder without
2 a platform and handrail.

Any horizontal surface on the ladder that resembles a platform
but is not designed for standing (e.g., a plastic tool tray) must
be clearly marked as such, if necessary due to the ladder’s
construction.

General notes:

The instruction manual must be available at the ladder's storage location.

- Before using the ladder, read the manual carefully.

- The ladder must be used in accordance with the manufacturer’s instructions.

- It is forbidden to use a defective or damaged ladder.

- It is forbidden to use the ladder for purposes other than intended.

- Work performed on or from the ladder is classified as particularly hazardous. Therefore,
safety instructions must be reviewed prior to use.

- Working at a height of more than 1 meter above floor or ground level is considered working
at height and is classified as particularly hazardous work.

- Work performed on a surface that is surrounded by full walls or fixed glass windows at least
1.5 meters high, or equipped with fixed fall protection, is not considered work at height.

- A worker using the ladder must possess a valid medical certificate confirming fitness for
working at heights from 1-3 m or above 3 m and must have completed health and safety
(BHP) training.
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- Work with the ladder must be undertaken in a rested state, not under the influence of alcohol
or intoxicants.

- Take special care when transporting the ladder. Secure it to prevent any part from being
damaged. Ensure proper placement and fastening during transport.

- Do not modify the shape or structure of the ladder.

Essential checks before sarting work:

- Check the ladder upon delivery. Before each use, verify that the ladder is not damaged
and is safe to use. Never use a damaged ladder.

- Do not use the ladder if your health condition does not permit it. Certain illnesses,
medications, alcohol or drug use may pose risks while using the ladder.

- Make sure the ladder is suitable for the intended task.

- Electrical hazard: identify all electrical risks in the work area, such as power lines or
exposed electrical equipment. Do not use the ladder where there is a risk of electric shock.

- Check that the stiles (side rails) are in good condition at points where other elements are
attached.

- Ensure the stiles are not bent, twisted, dented, cracked, corroded, or rotten.

- Check that the hinges between the front and rear sections are not damaged, loose, or
corroded.

- Verify that no steps are missing, loose, excessively worn, corroded, or damaged.

- Check that no rivets or screws are missing, loose, or corroded.

- Make sure the ladder is free from contaminants (e.g. dirt, mud, oil, paint, or grease).

- Check that the spreader limiters are not damaged or corroded.

If any issues or defects are found — DO NOT USE THE LADDER.

Setting up the ladder:

- Fully open the ladder before use.

- Use the ladder only with fully deployed spreader limiters.

- Do not use the ladder on uneven or sloped surfaces.

- Do not set up the ladder on a contaminated surface.

- Do not place the ladder on slippery surfaces (e.g., ice, glossy floors, heavily soiled hard
surfaces) unless additional anti-slip measures are in place.

- The ladder must be set up correctly. The angle of inclination when fully opened should be
between 65° and 75°.

- The ladder should rest on its feet, not on the steps.

- Before setting up the ladder, assess the risk of collisions with pedestrians, vehicles, or doors.
Secure doors and windows in the work area (excluding emergency or fire exits).
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Using the ladder:

Ladder as a Work Platform.

Standing ladders may be used as elevated work platforms only in cases where the use of other, safer
equipment is not justified — due to low risk, short duration of use, or on-site conditions that cannot
be changed by the employer.

- Ladders should only be used for light-duty, short-duration tasks. Avoid spending
extended time on the ladder without regular breaks (fatigue increases the risk of
accidents).

- Warning: Risk of falling from the ladder.

- Do not exceed the maximum total load for the ladder type — max. 150 kg.

- Only one person may be on the ladder at a time.

- Always hold the ladder firmly when ascending or descending. While working, maintain
contact with the ladder using at least one hand or use other appropriate safety measures.

- The ladder is intended for professional use. For commercial use, a risk assessment must be
performed in accordance with applicable national regulations.

- Do not lean outside the ladder’s side rails. The user must stand between the stiles with both
feet on the same step.

- Do not ascend or descend the ladder unless facing it.

- Avoid tasks that exert lateral force on the ladder (e.g. drilling into concrete).

- Tools or equipment carried on the ladder must be lightweight, easy to handle, and stored in a
suitable bag that can be secured to the ladder.

- Wear only slip-resistant footwear with full foot coverage.

- Do not use the ladder as a bridge or platform.

- Do not step from the side of the standing ladder onto another surface.

- Do not use a standing ladder as a leaning ladder unless it is specifically designed for such use.

- Do not stand on the top two rungs/steps of a standing ladder without a platform and handrail.

- Any horizontal surface resembling a platform (e.g., a plastic tool tray) that is not designed for
standing must be clearly marked as such.

- Do not straddle the ladder.

- Do not use a standing ladder to move between levels.

- Do not use the ladder if it is contaminated with wet paint, mud, oil, or snow.

- Do not support one foot on the ladder and the other on another object.

- Do not reposition the ladder while standing on it. “Walking” the ladder is strictly forbidden.

- Prepare the work area carefully. Remove any trip hazards. Do not place items where users
will ascend or descend.

- Do not use the ladder outdoors in adverse weather (e.g. strong wind, rain, etc.).

- Exercise extra caution when using the ladder outside in windy conditions.

- Keep children away from the ladder while in use.

- Do not work on a ladder above 2 meters without fall protection (e.g. safety harness with a
lanyard anchored to a fixed structure).

- Use only non-conductive ladders when working near live electricity.

- Handle the ladder with care to avoid damage.

- Ladders longer than 4 meters must not be carried by one person alone.

- Do not leave an open ladder unattended.

- After use, clean any contaminants such as wet paint, mud, oil, or snow.
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Repairs, maintenance, storage.

- Ladders must be maintained in good technical condition.

- Any repairs must be performed by a competent person, familiar with ladder design and
authorized to perform such work.

- Before each use, verify that no components are loose or damaged.

- Ifnecessary, clean the ladder — remove dirt, dust, grease, oil, and other contaminants.

- After use, the ladder must be stored in a dry, clean, and ventilated area, away from heat
sources or chemicals.

- Avoid prolonged exposure to direct sunlight or moisture.

- Do not store ladders near radiators, ovens, or other heat-emitting equipment.

- Wooden ladders should not be painted or varnished in a way that covers visible wood texture,
as this may obscure defects or damage.

- All parts of the ladder (rungs, steps, rails, hinges, non-slip feet, connectors) must be
periodically inspected and replaced if needed.

- If any doubts arise about the ladder’s safety — DO NOT USE IT. Send it for evaluation or
replacement.

Warranty terms.

Przedsigbiorstwo Wielofunkcyjne “DANIEL” Edmund Danielewski provides a warranty for
ladders within the territory of the Republic of Poland for a period of 12 months from the date of
purchase, but no longer than 24 months from the date of manufacture, covering proper use of the
ladder provided it is used in accordance with its intended purpose and the operating instructions.

In the event of a warranty claim, the ladder, along with the complaint form and proof of
purchase, must be delivered to the point of sale, which will handle the claim. Upon receipt of the
documentation (complaint form and proof of purchase) and the defective ladder, the manufacturer
undertakes to process the claim within 30 days.

The warranty covers only defects arising from the use of improper materials or faulty
workmanship.

The warranty becomes void in the event of any modifications to the ladder, entries made in
the warranty card by unauthorized persons, or if the ladder is used, operated, or stored contrary to
proper instructions.

The warranty does not cover mechanical damage, external defects resulting from failure to
follow proper transport, handling, and storage guidelines as described in the operating instructions,
defects arising from improper use or negligence by the ladder user, or normal wear and tear during
use.

The complaint form is available at: www.pwdaniel.pl
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